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. Study Overview

PR p [dentify pedestrian safety
and connectivity issues and
propose targeted, context-
sensitive improvements
along Park Avenue.
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| Existing Conditions — Data

= There have been a total of 30 crashes over the past 4 years.

Total Crashes Cra§hes }{es.ultlng Crashes Inyolwng
in Injuries Pedestrians

30 17 2

= Speed data was collected for 72 continuous hours on Park Avenue.
= 85t percentile speeds exceed the 25-mph limit by 6-8 mph

= Evening parking occupancy was 140%, exceeding available legal
spaces.
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. Existing Conditions — Findings

» Pedestrian demand was
distributed along Park
Avenue.

= Transit and school bus stops
generate regular pedestrian
traffic.

= Parking is well-utilized
throughout the corridor.

= Parking, vehicle speeds, and
road geometry create sight
distance and pedestrian safety
concerns.
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. Proposed Improvements

= Install crosswalks at needed locations with safety elements:
= Bump-outs WY g
= High-visibility markings
= Refuge island

= Implement Traffic Calming;:
= Marked parking lanes

= Bump-outs
= Chicane and lateral lane shifts

= Reorient parking to support crosswalks and improve sight lines

= Review street lighting near Ballou Street and Branch Drive

= Adjust transit stop locations to improve safety and access

= Upgrade infrastructure to meet current accessibility standards
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. Proposed Improvements — Crosswalks and Bus Stops
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. Concept Comparison
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Concept Comparison
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. Project Development Timeline

Corridor Study Secure Funding

Public

Engagement Contracting

|

Deploy Tactical
Changes

Design/Cost

Estimate Refine Concept

Construction
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Questions or comments?

www.herndon-va.gov




| Community Questions

Are the potential crosswalk locations and
number along Park Avenue appropriate?

Are proposed Improvements responsive to
the issues experienced along Park Avenue?

Is there anything the proposed concept did
not address?
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